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STANDARD 280001-02

STORM WATER POLLUTION PREVENTION PLAN

THE FOLLOWJNG PLAN 15 ESTABLISHED AND INCORPORATED IN THE PROJECT TO DIRECT THE CONTRACTOR IN THE PLACEMENT
OF TEMPGRARY EROSION CONTROL. SYSTEMS AND TO PROVIDE A STORM SEWER WATER FPOLLUTION PREVENTION PLAN FOR

COMPLIANCE lNDER

THE PURPOSE OF THIS PLAN 1S TO MINIMIZE EROSION WITHIN THE CONSTRUCTION SITE AND TO LIMIT SEDIMENTS FROM
LEAVING THE CONSTRUCTION SITE BY UTILIZING PROPER. TEMPORARY EROSION CONTROL STSTEMS AND PROVIDING GROUND
COVER WITHIN A REASONABLE AMOUNT OF TIME,

CERTAIN EROSION CONTROL. FAGIL'TIE SHALL BE I)ETN_LE B THE CONTRACTOR AT THE BESINNING OFF CONSTRUGTION.
TEMS SHALL BE INSTALLED IRECTED BY THE ENGINEER @N A CASE BY CASE SITUATION
ON THE CONTRACTORS 5 EXPECTED WEATHER CONDITIONS.

THE CONTRACTOR
OF ACTIVITIES, TIHE OF YEAR, AND

CONTRACTOR SHALL INSTALL PERMANENT EROSION CONTROL. SYSTEMS AND SEEDING WITHIN A TIP'E ﬁ?AME SPECIFIED
HEREIN AND AS DIRECTED BY THE ENGINEER, THEREFORE MINIMIZING THE Al AREA SUSCEPTII
REDUC TEMPORARY SEEDING. THE ENGH
AND IF ANY ADDITIONAL
CONTRACTOR. SHALL ALL WORK AS DIRECTED BY THE ENSI
AS SHOWN IN STANDARD 280001 OF THE F’LANS
SECTION 280, TEMPORARY EROSION CONTROL, OF THE STANDARD SPECIFICATIONS ADDITIONALLY SUPPLEMENTS THIS PLAN.

SR DESCRIETION
DESCRIPTION OF CONSTRUGTION ACTIVITY'.

. THE PROJECT CONSISTS OF CONSTRUCTING UNION STREET IMPROVEMENTS.

2. CONSTRUGTION INCLUDES EARTH EXCAVATION, EMBANKMENT, STt
EDRIVEWAY PAVEMENT JTEMS, AND OTHER MISCELLANEOUS |

ORM SEWERS, HANHOLE INLETS, ROADWAY, SIDEWNALK
TEMS OF CONSTRUCTION,

I TREE REMOT\_'/AL AS SHOWN ON THE PLANS. TREES TO REMAIN HILL BE PROTECTED ASAINST DAMASE. DUR NG

2. INSTALLATION OF STORM SEWER. MANHOLES, ANC? INLETS.
B. EXCAVATION AND EMBANKMENT WILL BE COMPLETED ALONG THE JOB SITE TO GRADE OUT FOR THE PROPOSED ROADHAY

4, PLACEMENT, MAINTENANCE, REMOY/ N2 PROPER CLEAN UP OF TEMPORARY EROSION CONTROL, SUCH AS PERIMETER
EROSION CONTROL. BARRIER, TH’F‘ORAR‘I’ DITCH CHECKS, INLET AND PIPE PROTECTION, TEMPORARY SEEDING, ETC..

5. CGURB AND GUTTER AND PAVEMENT CONSTRUCTION.

6. FINAL GRADING, PAVING, SIDEWALK CONSTRUCTION, AND OTHER MISCELLANEOUS ITEMS.
1. PLAGEMENT OF PERMANENT EROSION CONTROL. (SEEDING AND MULCHING).

AREA OF CONSTRUCTION SITE:

THE TOTAL AREA
GRADING,

OF THE CONSTRUCTION SITE 1S 4.36 ACRES OF WHICH 436 ACRES WILL BE DISTURBED BY EXCAVATION,
AND OTHER ACTIVITIES,

IC SURVEYS THAT WERE

L. INFORMATION OF THE SOILS AND TERRAIN WITHIN THE SITE WAS OBTAINED FROM TOPOSRAPH]
THE DEVELOPMENT OF THE PROPOSED TEMPORARY EROSION CONTROL SYSTEMS.

UTILIZED FOR THE

2. PROJEC , SPECIFICATIONS, AND SPECIAL PROVISIONS, AND PLAN DRAWINGS. INDICATTFE DRAINAGE
PATTERNS AND APPROXIMATE SLOPES ANTICIPATED AFTER SRADING ACTIVITIES WERE UTILIZED FOR THE PROPOSED
PLACH OF Tl ION CONTROL. SYSTEMS.

I. STORM SEWER OUTLETS ARE NOT TRIBUTARY TO SENSITIVE AREAS.

DESGRIPTION OF STABILIZATION PRACTICES AT THE BEGINNING OF CONSTRUCTION:

1. THEE DRAWINGS, SPECIFICATIONS AND SPECIAL PROVISIONS WILL ENSURE THAT EXISTING VESETATION 15 PRESERVED
WHERE ATTAINABLE AND DISTURBED PORTIONS OF THE SITE WILL BE STABILIZED, STABIUZATION PRACTICES INCLUDE:
Y SEEDING, PERMANENT SEEDING, MULCHING, PROTECTION OF OF MA

TEMPORAR TREES, \TURE VESETATION,
AND OTHER APPROPRIATE MEASURES AS DIRECTED BY THE ENSINEER. STABILIZATION m SHALL BE INITIATED

AS SO0N AS PRACTICABLE IN PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITIES HAVE TEMPORARIL
PERMANENTLY CEASED, BUT IN NO CASE MORE SEVEN DAYS AFTER THE CONSTRUCTION ACTIVITY [N THAT PORTION OF
THE SITE HAS TEMPORARILY OR PERMANENTLY CEASED.

) AREAS OF EXISTING VESETATION (WOOD CONSTRUCTION LIMITS SHALL BE
IDENTIFIED BY THE ENSINEER FROM CONSTRUCTION AGTIVITIES.

) DEAD, DISEASED, OR UNSUITABLE VEGETATION WITHIN THE SITE SHALL BE REMOVED AS DIRECTED BY THE ENGINEER,
ALONG WITH REQUIRETD? TREE REMOVAL.

AND GRASSLANDS) QUTSIDE THE PROPOSED
FOR PRESERYING AND SHALL BE PROTEC

(c) AS SOON AS REASONABLE AGCESS 1S AVAILABLE TO ALL LOCATIONS WHERE WATER DRAINS ARAY FROM THE PROUECT,
TEMPORARY DVTGH CHECKS, INLET AND PIPE PROTECTION, AND PERIMETER EROSION BARRIER SHALL BE INSTALLED
AS CALLED QUT IN THE PLANS AND AS DIRECTED BY THE ENGINEER.

(d) BARE AND SPARSELY VEGETATED GROUND IN HIGH ERODABLE Af BY THE ENGINEER
TEMPORARILY
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(o) IMMEDIATELY AFTER TREE REMOVAL 15 COMPLETED, AREAS WHICH ARE HIGHLY ERODABLE AS DETERMINED BY THE
EN®INEER, SHALL BE TEMPORARILY SEEDED WHEN NO CONSTRUCTION ACTIVITIES ARE EXPECTED WITHIN SEVEN DAYS.

) AT LocAT!ONSr WHERE A SIGNIFICANT AMOUNT
RATEé. AND

WATER DRAINS INTO THE CONSTRUCTION ZONE FROM OUTSIDE AREAS
), TEMPORARY DITCH CHECKS WILL BE UTILIZED TO TEMPORARILY DIVERT WATER, REDUCE FLOW,
COLLEGT OUTSIDE E:ILTATION IPBIDE THE RIGHT OF WAY LINE.

EﬁTABLlSvHPEN oF
EITE UNTIL f

THESE TEMPORARY EROSION CONTROL MEASURES WILL HAVE ADDITIONAL BENEFITS TO THE PROJECT.
IRABLE ORASS SEED WILL BECOME ESTABL!SJ«E? IN TlESE AR;EAS AND WILL 5PREAD SEEDS ONTO THE CONSTRUGTION

DURING CONSTRUCTION, AREAS OUTSIDE THE CONSTRUCTION LIMITS AS QUTLINED PREVIOUSLY HEREIN SHALL BE

FROTECTED. THE GONTRAGTOR SHALL NOT USE THIS AREA FOR STAGING (EXCEPT AS DESCRIBED IN THE PLANS AND

DIRECTED BY THE ENOINEER), PARKING OF VEHICLES OR CONSTRUCTION EQUIPMENT, STORAGE OF MATERIALS, OR
OTHER CONSTRUGTION RELATED ACTIVITIES.

(@) WITHIN THE CONSTRUCTION LIMITS, AREAS WHICH MAY BE SUSCEPTIBLE TO EROSION AS DETERMINED BY THE ENGINEER
SHALL REMAIN UNDISTURBED UNTIL FULL SCALE CONSTRUCTION 1S UNDERHWAY TO PREVENT UNNECESSARY SPOIL. EROSION

) EARTH STOCKPILES SHALL BE TEMPORARILY SEEDED IF THEY ARE TO REMAIN UNUSED FOR MORE THAN FOURTEEN DAYS,

(c) AS CONSTRUCTION PROCEEDS, THE CONTRAGTOR SHALL INSTITUTE THE FOLLOWING AS DIRECTED BY THEE ENGINEER:

1. PLACE TEMPORARY EROBION CONTROL FACILITIES AT LOCATIONS SHOWN ON THE PLANS.

1. TEMPORARILY SEED ERODABLE BARE EARTH OR A WEEKLY BASIS TO MINIMIZE THE AMOUNT OF ERODABLE SURFACE
AREA WITHIN THE CONTRACT LIMITS.
. CONSTRUGT ROADSIDE DITCHES AND PROVIDE TEMPORARY EROSION CONTROL SYSTEMS,

M. TEMPORARILY DIVERT WATER AROUND PROPOSED CULVERT LOCATIONS.
v.. BUILD NECESSARY EMBANKMENT AT CULVERT LOCATIONS AND THEN EXCAVATE AND PLACE CULVERT.

vi. CONTINE BUILDING UP THE EMBANKMENT TC THE

THE SAME TIME, PLACING PERMANENT
EROSION

THE PROPOSED GRADE WHILE AT
GCONTROL. PRACTICES SUCH AS RIP RAP DITCH LINING AND CONDUCTING FINAL SHAPING TO THE SLOPES.

{d) EXCAVATED AREAS AND E,MBAN MENT SHALL BE

IATELY AFTER FINAL SRADING.
HEY SHALL BE

TEMPORARILY SEEDED I NO CONSTRUCTION ACT'VHY iN THE AREA 15 PLANNED FOR T DAYS.

CONSTRUCTION EGUIPMENT SHALL BE STORED AND FUELED ONLY AT DESIGNATED LOCATIONS. ALL NECESSARY MEASURES
SHALL BE TAKEN TO CONTAIN ANT FUEL OR OTHER POLLUT/ IN ACCORDANCE WITH EPA WATER QUALITY REGULATIONS
LEAKING EQUIPMENT OR SUPPLIES SHALL BE IMMEDIATELY REPAIRED OR REMOVED FROM THE SITE.
THE RESIDENT ENSINEER SHALL INSFECT THE PROJECT DAILY DURING CONSTRUCTION ACTIVITIES INSPECTION SHALL
ALEO BE DONE WEEKLY AND AFFTER RAINS OF 1/2 IRCH OR GREATER OR EQUIVALENT SNOWFALL AND DURING THE WINTER
N PERIOD.  THE PROJEC ADDITIONALLY BE INSPECTED BY THE CONSTRUCTION FIELD ENGINEER ON A
BPP‘EEKLY BASIS TO DETERMINE THAT EROSION CONTROL EFFORTS ARE IN PLACE AND EFFECTIVE AND IF OTHER
EROSION CONTROL WORK IS NECESSARY.

(@) SEDIMENT TED DURING CONSTRUCTION OF THE VARIOUS

OF ON SITE ON A RESULAR BASIS AS DIRECTED BY THE ENGINEER,
INCLUDED IN THE UNIT BID PRICE FOR VARIOUS TEMPORARY

ON CONTROL. &'

i NoT,

(o)
&)

THE COST OF THIS MAINTENANCE
EROSION CONTROL. PAY ITEMS.

TED BY THE ENSINEER Al

REAS AS DETERMINED SHALL. BE
SEEDED AT THE BESINNING OF CONSTRUCTION WHEN NO CONSTRUCTION ACTIVITIES ARE EXPECTED WITHIN SEVEN DAYS,

1. TEMPORARY 0N60N’TROL9YSTEM55HN.LBELE‘TINPLA&EHIWPPOPERMAN1ENANCEUNHLPERMANENTEROSION
PROPOSED TURF AREAS

L
CONTROL. 15 IN PLACE AND WORKING PROPERLY AND ALL ARE ESTABLI

2. ONCE PERMANENT EROSION CONTROL SYSTEMS AS PROPOSED IN THE PLANS ARE FUNCTIONAL AND ESTABLISHED,
TEMPORARY ITEMS SHALL BE REMOVED, CLEANED UP, AND DISTURBED TURF RESEEDED.

MAINTENANCE AFTER CONSTRUCTION

. CONSTRUCTION 18
HiLL BE BY THE CONTRAGTOR.

MISCELLANEOUS

1. TEMPORARY DITCH CHECKS SHALL BE LOCATED AT EVERY |5 FT. FALL/RISE IN DITCH 6RADE.

2. TEMPORARY EROSION CONTROL SEEDING SHALL BE APPLIED AT A RATE OF 100 LBS/ACRES.
STRAW BALES, HAY BALES, PERIMETER EROSION BARRIER, AND 5!LT FENCES

PERMANENT DITCH CHECKS. DITCH CHECKS SHALL BE

URETHAMNE FOAM/GEOTEXTILE (SILT WEDGES), AND/OR ANY OTHER MATERIAL
CONTROL. COORDINATOR.

S“

WILL PERMITTED FOR TEMPORARY OR
OF ASGREGATE, EILT PANELS, ROLLED EXCELSIOR,
APPROVED BY THE EROSION AND SEDIMENT

4, SEDIMENT COLLECTED DURING CONSTRUCTION: __BY THE VARIOUS
OFON THE SITE ON A REGULAR BASIS AS DIREGTED BY THE
INCLUDED [N THE UNIT PRICE BID FOR YARIOUS TEMPORAR

5. ALL EROSION CONTROL ONFRODUGTE) FURNISHED

EROSI
ENGINEER. COST OF THIS MAINTENANCE SHALL BE
Y EROSION CONTROL PAY ITEMS.

SHALL BE SPECIFICALLY RECOMMENDED BY THE MANUFACTURER FOR THE USE'
THE CONTRACTOR SHALL

AND THAT THE PHYSICAL PROPERTIES REQUIRED FOR THIS APPLICATION ARE MET OR EXCI
PROVIDE M/ "ACTURER INSTALLATION PROCEDURES TO FAGILITATE THE ENGINEER IN CONSTRUCTION INSPECTION,
6. CONSTRUCTED AS SHOWN ON STANDARD 280001 AND AS DIRECTED BY ENSINEER.

TEMS SHALL BE THE
MAINT'ENANCE AND CLEANING OF THE EROSION CONTROL ITEMS SHALL BE INCLUDED IN THE RESPECTIVE

ON CONTROL. PAY [TEM.
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EROSION CONTROL. STSTEMS SHALL BE DISPOSED
SHALL BE

TEMS SHALL BE REMOVED AS DIREC FTER EAGH USE 15 NO
FUNCTI ONINé ThE COST OF THIS REMOVAL SHALL BE INCLUDED IN THE UNIT PRICE BID FOR VARIOUS

COMPLETE AFTER ACCEPTANCE BY THE VILLASE OF ROCKTON FINAL INSPECTION MAINTENANCE UP TO THIS DATE

HON CONTROL STSTEMS SHALL BE DISPOSED

8515

CES

CIVIL ENGINEERING SERVICES
700 WEST LOCUST ST, BELVIDERE, Il 61008
(B15)-547-8435 FAX: (815)-544-0421

UNION STREET
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